
Aeternum Series HDMI 2.0 
Active Optical Cables 

Chromis SSF™ Aeternum Series active optical cables are the 
gold standard in 18 Gbps HDMI 2.0 data transmission, inde-
pendently certified by DPL Labs to deliver 4K/60Hz/4:4:4 video. 
 
We use Cleerline SSF™ polymer-clad glass optical fiber in the 
Aeternum line for enhanced durability and 10,000 times the tight-
bend longevity of standard glass optical fiber. This is a low-power 
cable, but the source connector has an integrated micro-USB port 
for optional USB power supplementation, if ever needed, to ensure 
maximum compatibility with the broadest range of source devices. 
 
Now available in plenum/FT-6 and LS0H versions, Aeternum is the 
ultimate solution for future-proof ultra-high definition audio-video 
distribution in conference rooms, classrooms and lecture halls, digi-
tal signage and many other commercial and residential applications. 
 
Standard lengths available: 10, 15, 23, 30 and 50 meters. 

Product Specifications  

Supported Resolution 4K/60Hz/4:4:4 

Data Rate Up to 18.0 Gbps 

Power Consumption Less than 500 mW 

UL/CUL Listing CMP-OF, FT6, LS0H 

Operating Temperature Range 00C to 500C 

Cable Dimensions 5 mm x 2.8 mm 

Video Connectors Male HDMI A-to-A 

Maximum Length 50 meters (164 feet) 

Maximum Tensile Load 45 kg (100 lbs) 

Minimum Bend Radius 5 mm 
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LS0H Details — Fire and Smoke Test Properties 

Flammability temperature index oC (ISO 4589-3): >350   

Halogen acid gas evolution % (IEC 60754-1):  Zero  

Corrosivity of gases (IEC 60754-2): 

pH   5.4 

Conductivity µS/mm  3.8 

Smoke Index   5.0 (DEF STAN 02-711) 

Toxicity Index   4.6 (DEF STAN 02-713) 
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